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1N4001 – 1N4007                STANDARD RECOVERY RECTIFIERS 

 

MAXIMUM RATINGS 

Characteristic Value Unit 

Maximum recurrent peak reverse voltage 
1N4001 
1N4002 
1N4003 
1N4004 
1N4005 
1N4006 
1N4007 

 
50 
100 
200 
400 
600 
800 
1000 

Volts 

Maximum RMS voltage 
1N4001 
1N4002 
1N4003 
1N4004 
1N4005 
1N4006 
1N4007 

 
35 
70 
140 
280 
420 
560 
700 

Volts 

Maximum DC blocking voltage 
1N4001 
1N4002 
1N4003 
1N4004 
1N4005 
1N4006 
1N4007 

 
50 
100 
200 
400 
600 
800 
1000 

Volts 

Operating & Storage Temperature -55 to +150 °C 

Maximum thermal resistance, junction to lead : 20 °C/W 

 

ELECTRICAL CHARACTERISTICS 

Average 
forward 
current 

Peak forward 
surge current 

Maximum 
instantaneous 

forward voltage 

Maximum DC reverse 
current at rated DC 

blocking voltage 

Typical junction 
capacitance 

IF(AV) IFSM VF IR CJ 

TA = 75°C 8.3ms half sine 
IFM = 1.0A,  
TJ = 25°C(1) 

TJ = 25°C TJ = 125°C 
Measured at 1MHz, 

VR = 4.0V 

Part 
number 

Amps Amps Volts µA µA pF 

1N4001 1.0 30 1.1 5.0 50 15 

1N4002 1.0 30 1.1 5.0 50 15 

1N4003 1.0 30 1.1 5.0 50 15 

1N4004 1.0 30 1.1 5.0 50 15 

1N4005 1.0 30 1.1 5.0 50 15 

1N4006 1.0 30 1.1 5.0 50 15 

1N4007 1.0 30 1.1 5.0 50 15 
Note 1: Pulse test: Pulse width 300µsec, duty cycle 2%. 
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1N4001 – 1N4007                STANDARD RECOVERY RECTIFIERS 

 

MECHANICAL CHARACTERISTICS 

Case: DO-41 

Polarity: Cathode band 

Marking: Body painted, alpha numeric 

 

Available Non-RoHS (standard) or RoHS compliant (add PBF suffix) 
Available as “HR” (high reliability) screened per MIL-PRF-19500, JANTX level. Add “HR” suffix to base part number. 
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