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FEATURES 
·Fast switching 
·Low leakage 
·Low forward voltage drop 
·High current capability 
·High surge capability 
·High reliability 

MECHANICAL DATA 
·Case: Molded plastic 
·Epoxy: UL94V-0 rate flame retardant 
·Lead: MIL-STD- 202E, Method 208 guaranteed 
·Polarity:Color band denotes cathode end
·Mounting position: Any 

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25°C ambient temperature unless otherwise specified.  Resistive or inductive load, 60Hz.

NOTES:1. Reverse Recovery Test Conditions: IF=.5A, IR=1A, Irr=.25A

2. Measured at 1 MHz and applied reverse voltage of 4.0 VDC

3. Thermal resistance from junction to ambient  at 0.375"(9.5mm) lead length with both leads equally heatsink.
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• Weight: 0.0118 ounce, 0.336 gram
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RATINGS AND CHARACTERISTICS CURVES 
(TA = 25 °C unless otherwise noted)

 Fig. 1 - Forward Current Derating Curve

 Fig. 2 - Maximum Non-repetitive Peak Forward Surge Current

 Fig. 3 - Typical Instantaneous Forward Characteristics

 Fig. 4 - Typical Reverse Characteristics
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